Information Sheet #1
SNATCH BLOCK OPERATIONS

SNATCH BLOCK

Standard snatch block used on CDF engines.
Snatch block in open position to accept wire
rope (cable).

Pin
Cotter Key

Lock

Standard snatch block with cable inserted and
swivel hook in lock position.
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Information Sheet #2
SNATCH BLOCK OPERATIONS
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Information Sheet #3
SNATCH BLOCK OPERATIONS

One Snatch Block
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*1/2 cable strain

*1/2 speed of vehicle moving
forward at same winch speed.

Figure 1. Setup for pulling engine involving use of one snatch block. Double line
lessens damage to cable winding on spool. Increases mechanical advantage by 2.
(allows winch to pull twice the weight at same power load)

Two Snatch Blocks
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*1/3 speed of vehicle moving
forward at same winch speed.

Figure 2. Setup for pulling engine involving use of two snatch blocks. Triple line
lessens damage to cable winding on spool. Increases mechanical advantage by 3.
(allows winch to pull three times the weight at same power load)
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Information Sheet #4
SNATCH BLOCK OPERATIONS

To correctly use snatch block wrap tow chain around base and secure block to
chain. (Do not use power or telephone poles from which to winch.)

Place hook as shown. If cable becomes slack, the hook will still be around the cable.
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Information Sheet #5
SNATCH BLOCK OPERATIONS

Side view showing how
to set up snatch block

and chain.

Front view showing
how to set up snatch
block and chain.

RN

Pull to be in line with
front wheels.
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Information Sheet #6
SNATCH BLOCK OPERATIONS

Don’t stand in bight of cable.

4313.12

4313-12.sin.doc Page 1
August 13, 2000



Information Sheet #7
SNATCH BLOCK OPERATIONS

'DANGER ZONES!
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