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 POINTS 

1. Ropes used exclusively for rescue operations are called                
lines. 

 
 a) lifeline b) equipment lines c) utility lines 
 

      10        

2. Equipment lines are color coded                              . 
 
 a) red b) blue c) green d) orange 
 

      10        

3. Minimum standard tensile strength for lifelines is                       
pounds. 

 
 a) 4000 lbs. b) 6000 lbs. c) 9000 lbs. d) 10,000 lbs. 
 

      10        

 
4.                 is the most important factor in a rope's safe life. 
 
 a) exposure to sunlight b) abrasion c) exposure to moisture 
 
 d) age 
 

      10        

5. The most common fiber used in rope construction in the fire service 
is                . 

 
 a) manila b) cotton c) polypropelene d) nylon 
 

      10        

6. The two types of Kernmantle constructed rope are static and            
 
 a) stretch b) nylon c) dynamic d) braided 
 

      10        

7. Lifelines are not used for                . 
 
 a) harnesses b) rigging c) slings d) hoisting equipment 
 

      10        

8. Natural fiber rope deteriorates by                percent each year. 
 
 a) 5% b) 10% c) 15% d) 20% 
 

      10        
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9. Life lines are color-coded                                          . 
 
 a) red b) orange c) blue d) green 
 

      10        

10. lines are used in rappelling operation. 
 
 a) equipment b) utility c) safety d) life 
 

      10        

 
POINTS POSSIBLE: 

 
    100        

POINTS DEDUCTED: 
 

                 

FINAL SCORE: 
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 POINTS 

1. Ropes used exclusively for rescue operations are called A lines. 
 
 a) lifeline b) equipment lines c) utility lines 
 

      10        

2. Equipment lines are color coded A. 
 
 a) red b) blue c) green d) orange 
 

      10        

3. Minimum standard tensile strength for lifelines is C pounds. 
 
 a) 4000 lbs. b) 6000 lbs. c) 9000 lbs. d) 10,000 lbs. 
 

      10        

4. B is the most important factor in a rope's safe life. 
 
 a) exposure to sunlight b) abrasion c) exposure to moisture 
 
 d) age 
 

      10        

5. The most common fiber used in rope construction in the fire service 
is D. 

 
 a) manila b) cotton c) polypropelene d) nylon 
 

      10        

6. The two types of Kernmantle constructed rope are static and C. 
 
 a) stretch b) nylon c) dynamic d) braided 
 

      10        

7. Lifelines are not used for D. 
 
 a) harnesses b) rigging c) slings d) hoisting equipment 
 

      10        

8. Natural fiber rope deteriorates by B percent each year. 
 
 a) 5% b) 10% c) 15% d) 20% 
 

      10        

9. Life lines are color-coded D. 
 
 a) red b) orange c) blue d) green 
 

      10        
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 POINTS 

10. D lines are used in rappelling operation. 
 
 a) equipment b) utility c) safety d) life 
 

      10        

 
POINTS POSSIBLE: 

 
    100        

POINTS DEDUCTED: 
 

                 

FINAL SCORE: 
 

                 

 


